








Crew Quarters Ferretti Custom Line remarkably have been able to
include a total of 3 crew cabins (1 double, 2 twins), 2 bathrooms and a
crew mess on the Ferretti 97'. Crew may independently access this area

without disturbing any guests on board.

F|y Bridge Relax in style on the spacious fly bridge, an ideal space to
laze in the sun and watch the world go by, or take the helm and experience
the thrill of driving this magnificent craft through the water at high speed.
Fully equipped, the sun deck is designed for total relaxation with sun beds,

barbecue, and a dining area with seating for up to ten people.

The Bridge Much attention was given to the instrument configuration in
the bridge resulting in a sleek and practical layout. All major controls are
within easy reach of the Captain’s helm position and guests can enjoy the

view from the comfort of a leather sofa strategically placed behind the

helm seat.

Engine Room and Garage ‘Clementine’ is equipped with 2 new
generation Common Rail MTU 2000 series engines. This is the smallest
yacht to have been designed by the CRN engineering department and the
large yacht expertise really shows, with steel flooring, forced air ventilation
and astonishing ease of access to all components requiring maintenance.
The experience and reliability of Ferretti engineering that have brought the
success  will  also

company such great assure  you have

stress free cruising.

Yacht Specifications

Overall Length  29.70 metres

Beam

Draft

Engines
Fuel capacity
Fresh Water

Max Speed

7.08 metres

1.80 metres

2 x MTU 2400hp

13,000 litres
3,000 litres

27 knots

Year of Build
Hull

Generators

Main Electronics

AutoPilot
Bow Thruster
Radar
Compass
VHF

Log

WFax

Depth Finder
WindInstr
Echo Sounder

GPS

Tanks

Fuel

Fresh Water
Black Water
Grey Water

2007
GRP
2 x Kohler 40KW

Simrad AP 50
Hydraulic 50hp

2 x Furuno

Magnetic / Fluxgate
Simrad DSC/D +Furuno SSB
Simrad

Furuno Navtex NX700
Simrad

Simrad 1S15

Simrad

Furuno

Mitsubishi Anti-Roll Gyro

13000 litres
3000 litres
1000 litres
1800 litres

Specification not correct for contract





